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emission limitation shall be requested 
as specified in § 61.12(d). 

(2) When the Administrator evaluates 
requests for permission to use alter-
native means of emission limitation 
for sources subject to §§ 61.132 and 61.133 
(except tar decanters) the Adminis-
trator shall compare test data for the 
means of emission limitation to a ben-
zene control efficiency of 98 percent. 
For tar decanters, the Administrator 
shall compare test data for the means 
of emission limitation to a benzene 
control efficiency of 95 percent. 

(3) For any requests for permission to 
use an alternative to the work prac-
tices required under § 61.135, the provi-
sions of § 61.244(c) shall apply. 

§ 61.137 Test methods and procedures. 
(a) Each owner or operator subject to 

the provisions of this subpart shall 
comply with the requirements in 
§ 61.245 of 40 CFR part 61, subpart V. 

(b) To determine whether or not a 
piece of equipment is in benzene serv-
ice, the methods in § 61.245(d) shall be 
used, except that, for exhausters, the 
percent benzene shall be 1 percent by 
weight, rather than the 10 percent by 
weight described in § 61.245(d). 

§ 61.138 Recordkeeping and reporting 
requirements. 

(a) The following information per-
taining to the design of control equip-
ment installed to comply with §§ 61.132 
through 61.134 shall be recorded and 
kept in a readily accessible location: 

(1) Detailed schematics, design speci-
fications, and piping and instrumenta-
tion diagrams. 

(2) The dates and descriptions of any 
changes in the design specifications. 

(b) The following information per-
taining to sources subject to § 61.132 
and sources subject to § 61.133 shall be 
recorded and maintained for 2 years 
following each semiannual (and other) 
inspection and each annual mainte-
nance inspection: 

(1) The date of the inspection and the 
name of the inspector. 

(2) A brief description of each visible 
defect in the source or control equip-
ment and the method and date of re-
pair of the defect. 

(3) The presence of a leak, as meas-
ured using the method described in 

§ 61.245(c). The record shall include the 
date of attempted and actual repair 
and method of repair of the leak. 

(4) A brief description of any system 
abnormalities found during the annual 
maintenance inspection, the repairs 
made, the date of attempted repair, 
and the date of actual repair. 

(c) Each owner or operator of a 
source subject to § 61.135 shall comply 
with § 61.246. 

(d) For foundry coke by-product re-
covery plants, the annual coke produc-
tion of both furnace and foundry coke 
shall be recorded and maintained for 2 
years following each determination. 

(e)(1) An owner or operator of any 
source to which this subpart applies 
shall submit a statement in writing no-
tifying the Administrator that the re-
quirements of this subpart and 40 CFR 
61, subpart V, have been implemented. 

(2) In the case of an existing source 
or a new source that has an initial 
startup date preceding the effective 
date, the statement is to be submitted 
within 90 days of the effective date, un-
less a waiver of compliance is granted 
under § 61.11, along with the informa-
tion required under § 61.10. If a waiver 
of compliance is granted, the state-
ment is to be submitted on a date 
scheduled by the Administrator. 

(3) In the case of a new source that 
did not have an initial startup date 
preceding the effective date, the state-
ment shall be submitted with the appli-
cation for approval of construction, as 
described under § 61.07. 

(4) The statement is to contain the 
following information for each source: 

(i) Type of source (e.g., a light-oil 
sump or pump). 

(ii) For equipment in benzene service, 
equipment identification number and 
process unit identification: percent by 
weight benzene in the fluid at the 
equipment; and process fluid state in 
the equipment (gas/vapor or liquid). 

(iii) Method of compliance with the 
standard (e.g., ‘‘gas blanketing,’’ 
‘‘monthly leak detection and repair,’’ 
or ‘‘equipped with dual mechanical 
seals’’). This includes whether the 
plant plans to be a furnace or foundry 
coke by-product recovery plant for the 
purposes of § 61.132(d). 

(f) A report shall be submitted to the 
Administrator semiannually starting 6 
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